PRODUCT WILMAPLEX

DATA SHEET

MULTIGRIPS PRODUCT DESCRIPTION

WILMAPLEX Galvanised Multigrips are structural
timber connectors designed to provide secure
right-angle joints between timber members. They
are suitable for use in pergolas, handrails,
fencing, and other general timber framing
applications.

MATERIAL

WILMAPLEX Multigrips are manufactured from
G300 Z275 galvanised steel.

COMPLIANCE

Testing carried out using WILMAPLEX 3.15 x
35mm galvanised flat head nails.

PRODUCT RANGE

PRODUCT CODE DESCRIPTION

MG100 100mm

MG130 130mm

Complies with AS1684
-
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PRODUCT WILMAPLEX

DATA SHEET

DESIGN CAPACITY

FIXING (NAILS) 1.35G 1.2G+1.5Qf WIND
FOR A PAIR OF DEAD LOAD DEAD + FLOOR UPLIFT
MULTI GRIPS (kN) LIVE LOAD (k1=1.14)

MINI GRIP
CODE

design Capacity (kN) for Joint Group JD4

MG100 & MG130 10 39 5.3 6.6

NOTES:

The evaluation was carried out via testing and computations based on 3.15 x 35mm
WILMAPLEX galvanised flat head nails. The design capacities for a pair of multi grips are
given in above table.

5 Nails on each
member

Load Direction
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